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Fig. 4 
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User Selects Panorama Mode 
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Camera Device Captures Initial Frame 
Of Image Data 
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Panorama Manager Stores Initial Image Parameters 
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Panorama Manager Disables 
Auto-Correction Module 
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Camera Device Captures Next Frame Of Image Data 
Utilizing Initial Image Parameters 
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FIG. 6 



User Selects Panorama Mode 





Panorama Manager Disables 
Auto-Correction Module 
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Camera Device Prompts User To Perform Sweep 
Procedure Across Target Area 
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Camera Device Samples Parameter Range 
Of Image Parameters From Target Area 
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Panorama Manger Selects Global Image Parmeters 
Based On Sampled Parameter Range 
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Camera Device Captures Initial Frame Of Image Data 

Utilizing Global Image Parameters ^\ 
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Camera Device Captures Next Frame Of Image Data 
Utilizing Global Image Parameters 
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User Selects Panorama Mode 



Camera Device Captures Initial Frame 
Of Image Data 
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Panorama Manager Stores Captured Initial Frame 
Into Frame Buffers As Prior Frame 
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Camera Device Captures And Stores 

Next Frame Of Image Data 
Into Frame Buffers As Current Frame 
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Panorama Manager Performs Transition Processing 
On Image Parameters Of Prior Frame In Frame Buffers 
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Parameter Manager Stores Processed Prior Frame 
From Frame Buffers Into Image Data In Camera Memory 



Parameter Manager Transfers Current Frame Of Frame Buffers 
Into Prior Frame Of Frame Buffers 
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